
Sign panel 36 (900) wide or less

Sign panel over 36 (900) wide

See DETAIL B

See DETAIL A

bracket

steel 

Stainless

steel band   

 (19) Stainless4
3

dia.

 (M8)16
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Sign panel 36 (900) wide or less

hot-dipped galvanized

11 ga. (3.1) mild steel,

See DETAIL C

 (M8) dia.16
5

DETAIL A

See

Sign panel over 36 (900) wide

Sign panel Post

bracket

Mounting

See DETAIL C

(All sign panel sizes)

DETAIL A

See

unless otherwise shown.

All dimensions are in inches (millimeters)
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Optional

(typ.)

1 (25) centers

 (10) dia. at8
3

(minimum)

Section modulus
Axis A Axis B

Steel

Aluminum 0.150 in.³ (2458 mm³)

0.105 in.³ (1720 mm³)

0.315 in.³ (5162 mm³)

1-1-09

1-1-97

English (metric).

Switched units to

Renum. Standard 2319-6. 

or

STANDARD 720001-01

MOUNTING DETAILS

SIGN PANEL

STEEL POSTS

WOOD OR TELESCOPING LIGHT OR SIGNAL STANDARDS

DETAIL A DETAIL B DETAIL C

TUBING POSTS

BREAKAWAY STEEL

ROUTE MARKER ASSEMBLY

SUPPORTING CHANNEL DETAILS

(20.5±1.5)

16
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0.050 in.³  (819 mm³)


